EXXCON FXCON TECHNOLOGY COMPANY

2003 SERIES

m Wire to Board System
pitch 2.5mm(.098")

m Specifications
1.

S O W

Current rating: 3A AC/DC
Voltage rating: 250V AC/DC 9. Circuits: 2
Withstand voltage: 800V AC/minute

Insulation resistance: 1000M ohm min

ircuits available

Contact resistance: 10m ohm max
Temperature range: —40°C to +85°C
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CON FXCON TECHNOLOGY COMPANY

2003 SERIES

Crimp Terminal

1. Part No.: 250300TC351 A
. \‘\:4

2. Part Name: 2503 Terminal
3. Material: phosphor bronze

4. Finishing: Tin pre—plated
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¢ Information and/Dimensions:

-

Part\NQ. Wire Ran Insulation 0.D.| Material Finishing Q'ty/reel
250300TC351 | AWG#28v422 | 1.2-18mm | Phosphor | Tin pre—plated| 10,000pcs
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EXXCON FXCON TECHNOLOGY COMPANY

/]

2003 SERIES

Housing
1. Part No.: 2003xxHAQ54

2. Part Name: 2503 Housing
3. Material: Nylon 66 UL 94VZ
4. Color: Beige

- 0.82 3.3

r Information and/Dimensions:

Part No.  |Circuits| Dim A Dip{ B{ Dim C|| Part No. Circuits| Dim A|Dim B|Dim C

50 | 183 | 19,9 250316HA054 16 375 | 408 | 424
R650308HA054 1756 | 20.8 [ 22.4 (| 250317HA054 17 40.0 | 433 | 449
250309HA054 20.0 | 233 | 24.9 || 250318HA054 18 425 | 458 | 474
25031 0HA054 10 225 | 258 | 274

250307HA054

250302HA054 2 25 | A8/ | 14 250311 HA054 11 250 | 283 | 29.9
250303HA054 | 3. | 50 { 83 9.9 250312HA054 12 275 | 308 | 324
250304HA054 4 7.5 108 | 124 || 250313HA054 13 300 | 333 | 34.9
250305HA054 5 0.0/ 133 | 149 || 250314HA054 14 325 | 368 | 374
250306HA054 6 125 | 158 | 17.4 || 250315HA054 15 350 | 383 | 39.9

7

8

9

101



EXXCON FXCON TECHNOLOGY COMPANY

2003 SERIES

Wafer (Vertical type)
1. Part No.: 2503xxWV054
2. Part Name: 2503 Wafer

3. Material: Nylon 66 UL 94V2
Pin: Brass bronze, Tin plated

0. Color: Beige
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RECOMMENDED PCB LAYOUT
(PCB T=1.0~1.6mm)
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Mating Dimensions

r Information a Dimensions:

Part No.  |Circuits| Dim A[Digf B]| Part No.  [Circuits|Dim A|Dim B
2503020054~ 2 25 | A5 |[ 250311wvoss | 11 | 250 | 300
250303WV054 \3\ \5~0_/ 1/6.0 250312WV054 12 275 32.5
250304WV054 | 4 75 /125 || 250319wvo54 | 13 | 300 | 350
250305Wv054 | 5 | 10.0/] 150 |[ 250314Wves4 | 14 [ 325 | 375
250306WV054 | 6 5 | 175 || 250315wv0s4 | 15 | 350 | 400 |
250307WV054 7 .0 20.0 250316WV054 16 375 425
250308WV054 8 17.5 225 250317WV054 17 40.0 450 |
250309WV054 | 9 200 | 250 || 250318Wvo54 | 18 | 425 | 475
250310WV054 | 10 | 225 | 275
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EXXCON FXCON TECHNOLOGY COMPANY

2003 SERIES

Wafer (Right angle type)
1. Part No.: 2503xxWR054
2. Part Name: 2503 Wafer

3. Material: Nylon 66 UL 94V2
Pin: Brass bronze, Tin plated

4. Color: Beige

25|

LA
002046

\

RECOMMENDED PCB LAYQUT

]
\%A (PCB T=1.0~1.6mm)

43 _
/] B Ly 11.4 REF,
\r-/\ \\ &
o
<
= ﬁ?’ =N
N — %] 1
N & /f m
7 2.4 Mating Dimensions

r Information a Dimensions:

Part No.  |Circuits| Dim A[Digf B]| Part No.  [Circuits|Dim A|Dim B
250302WR054~] 2 25 | A5 |[250311wR054 | 11 | 250 | 300
250303WR054 \3\ \5~0_/ 1/6.0 250312WR054 12 275 32.5
250304WR054 | 4 75 /125 || 250319wR054 | 13 | 300 | 35.0
250305WR054 | 5 | 10.0/] 150 |[ 250314WR054 | 14 [ 325 | 375
250306WR054 | 6 5 | 175 || 250315WR054 | 15 | 350 | 400 |
250307WR054 7 .0 20.0 250316WR054 16 375 425
250308WR054 8 17.5 225 25031 7TWR054 17 40.0 450 |
250309WR054 | 9 200 | 250 || 250318WR054 | 18 | 425 | 475
250310WR054 | 10 | 225 | 275

103



